
Programming:
All Airkey receivers with date codes from 
1st June 2008 have been enhanced with 
a remote learning function allowing users 
to add new Airkeys into a receiver without 
direct access to the receiver itself. This 
function is invoked when the 5 pin green 
socket is plugged into the 5 pin ICSP 
header with the bevelled end pointing 
towards the centre of the receiver as below:

The remote learning socket must 
be removed before connecting 
an Airkey Programmer, Airkey 
Manager or using the manual 
ADD or CLEAR buttons.
The remote learning socket 
comes pre-fitted in the factory 
and can be removed at any time 
to either disable the remote 
learning feature of the Airkey 
receiver or when connecting 
other peripherals. The learning socket should be fitted when 
power to the receiver has been disconnected. If this is not 
convenient, simply press and hold the ADD button while 
carefully installing the remote programming socket.
Local programming with the remote learning socket removed
Before any transmitters are learnt into the receiver for the first 
time, press and hold the CLR button on the receiver for about 
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indicate that all memory locations have been cleared and the 
receiver is ready to accept transmitters.

Next press and hold the ADD button. The red light will 
illuminate for as long as the ADD button is depressed. To 
learn in transmitters, simply press one of the buttons of the
transmitters to be added. If the transmitter is newly learnt, the 
red light will blink off for half a second to indicate a successful 
learn. If the transmitter has already been learnt or is faulty,
the light will not blink and that transmitter will not be added. 
Up to 340 transmitters in total can be added if and when 
required. 

A new transmitter can be added at any time by simply 
pressing the ADD button and one of the transmitter’s buttons. 
An alternative method of adding transmitters is to fit a jumper 
or dry contact switch across pins 2 and 3 (labelled A) on the 
ICSP connector.
Remote programming with the remote learning socket fitted

Once at least one Airkey has been learnt into the receiver by 
the local programming method as above, it and any other 
learnt Airkeys can be used to facilitate the learning-in of
additional Airkeys without having to gain direct access to the 
receiver.

While within the operational range of the Airkey receiver, 
simultaneously (and briefly) press buttons 1 and 2 of an 
already learnt Airkey and then press any one button of a new 
Airkey within 2 seconds to learn the new key into the receiver. 
If further Airkeys need to be programmed, simply repeat the 
fore mentioned procedure until all the Airkeys are learned.


